DERMABRASION MACHINE

W/9 HEADS
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 User Manual

Brief introduction

DERMABRASION MACHINE w/9 HEADS is a diamond peeling machine. It adopts different thickness of sculpture heads, more professionally, matches with different skin status of the clients, is more convenient used in beauty salons. 

The newly developed “Miniature Sculpture” is a kind of quick, safe and efficient skin renewal technique through shallowly physical polishing with the diamonds of different sizes inbuilt in the sculpture head.  The peeling, of which the thickness can be controlled by the beautician along the texture, has good efficacy for sun-shine-aging, pigment deposition and wide pores companied with vacuum suction. 

Theory

With the diamond grains in heads, DERMABRASION MACHINE w/9 HEADS, through vacuum suction, grind the dead horniness and dirt out from epidermis, improve skin status, effectively decrease tiny wrinkles, smoothen some scar like acne and uneven surface of skins. It makes skin more velvet and tender, stimulate epidermis rebirth, enhance skins elastic. It is the safest, most effective way of physical skin renewal. 

Good efficacy for:

Face                                    Body
Aged tarnish skin without elasticity           Gravid wrinkles

Pigment                                 Remove dead horniness

Wrinkle                                 Fade tattoo and pigments

Wide pores;

Scar

And skin preparation for other beauty caring

Difference between Miniature Sculpture and Chemical or Laser skin renewal technique:

1 no blood, no pain, no inflammation and no need of anaesthesia;

2 no black print or scar be left;

3 no turgescence caused

4 you can resume your daily activity or work at once after therapy without delay or interference;

Therapy flow

Remove makeup—clean face with amino acid cleanser—2nd deep clean—miniature sculpture—calm inflammation—cool application—apply caring paste to moisten skin—apply mask—nourish skin

Therapy duration (for advice)

Whiten & tender skin:       eight weeks, once a week;

Remove wrinkle & lift skin: ten weeks, one a week;

Eyes caring:                eight weeks, once a week;

Dispel speckles:            twelve weeks, once a week;

Dispel herpes:             eight weeks, once a week

Sketch map of fittings
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Sketch map of operation
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Fitting list

	Description
	Units
	Qty.
	Usage

	Main frame
	PC
	1
	To keep the machine work normally

	Silica pipe
	PC
	1
	To connect the filter and peeling probe.

	Sculpture head
	PC
	9
	To grind the dead horniness and dirt out from epidermis

	Peeling probe
	PC
	3
	To connect sculpture heads.

	Filter cotton
	Bag
	1
	To filter the dead horniness and dirt from skins.


Usage of Sculpture heads: 9pcs

According different ages, skin qualities, treated parts, the beautician choose the different sculpture heads with different thick diamond grain. The thickness including D-100, D-150, D-180 and D-200, if the digit is less, it means the grain thicker, with deep peeling degree. If the digit is more, it means the grain thinner, with flat peeling degree. 

1 The biggest two: D-100, D-180: Both of them mainly are used for body sculpture, like elbow, heel and etc. The client can choose different thickness grain of both of them according the client skin quality. 

2. The second biggest two: D-180, D-200: both of them mainly are uses for soft tissue of the body, like gravid wrinkle, nipple with pigmentation.

3. The medium size three: D-100, D-150 and D-200. All of them mainly are used for the face, like the man who mostly with fat horniness, D-100 is the choice. During the age between 20 to 30 years old, who with horniness a little thin, skin a little soft, smooth, D-200 is the choice. During the age between 30 to 40 years old, who with horniness moderate, mix or dry skins, D-150 is the choice. But it is a must according to the actual needs.

4. The second smallest one: D-200: it is used for the T part and some bend hamulus parts.

5. The smallest one: D-200: it is used for skins around eyes, be sure not used on the eyelid.

Remarks: Integrated with the Pressure Scale at the panel, 10-20 is mainly for skins around eyes, 20-40 is mainly for face skins and 40-50 is mainly for body skins or man’s skins.
Electric specification

Voltage: 100-110V or 220-240 V

Frequency: 60 or 50Hz

Power: 50W

Ampere: 0.227A

Cautions:

1. It is a must to clean the treated parts before using the machine to avoid impacting effects. When adjusting the intensity, please test palm or arm first. Don’t place the sculpture heads in one point of skins over 15 seconds, if not, it will induced red turgid, bleeding because of too high air pressure. During peeling, please slide or swivel the sculpture head according to the texture of skins.

2. Please clean the cosmetic and dirt from face and body to attain the best efficacy.

3. Please be not dip the machine with water, if any dirt, please wipe up by dry cloth.

4. Be sure not use the machine to the parts of nerve pain, wounded, belly of the pregnant women, parts with metal or silica inserted in face or body..

Skin Condition is improved after Miniature Sculpture Therapy

Picture 1 miniature sculpture removes the dead horniness and tissues
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  The fine diamonds adopts circular polishing companied with vacuum sucker to remove the dead horniness and tissues.

Picture 2 the rough skin before therapy 
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  The horniness impedes nutrition’s penetrating to deeper skin

Picture 3 the smooth skin after therapy
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  Nutrition can penetrate to deep skin thoroughly when horniness has been removed. 

Picture 4 the theory of miniature sculpture
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 Dead horniness,  
 

Operational explanation

1. To connect the sculpture heads with the peeling probes.

2. To connect the tie-in of peeling probes with filter by soft pipes

3. Adjust the intensity to the lowest point.

4. Plug in the power line, press the POWER switch at the main frame, make the sculpture heads in vacuum suction status. 

5. Adjust the suction intensity by swivelling the knob, (turn strong by clockwise) it must be according to the client’s needs.

6. The sculpture heads can be slid or swivelled according to the texture of skins.

7. Place one piece of exclusive filtrating cotton on the filter. The filtrating cotton should be different according to practical skin condition. Do replace the filtrating cotton before a new operation. When the suction becomes too strong (the motor becomes noisier), please replace the filtrating cotton.

8. Connect sucking tube with the output port; remember to check whether there is filtrating cotton. When it is difficult to plug in or plug out, please plaster some solid lube like Vaseline.

9. Choose sculpture head according to thickness of horniness, usually big ones are for thick skins. You can stretch the skin with your fingers to assist operation. 

 ___________________constant operation for normal skin

 -----------------------------interval operation for sensitive skin

10. If motor doesn’t work after power on, please check the wire connection and fuse, if still no response, please contact supplier.

11. Regulate the sucking output according to skin condition. The least intensity is for the thinnest skin, like that of eye pouch and crow’s-feet.

12. Please regularly clean the filter and prevent it from sucking too much oil to prolong its life span.

Sterilization of Sculpture Head

Please clean the sculpture heads with ultrasonic cleaner to remove the dirty attached, you can also clean them brush and distilled water. Then place them into container with disinfectant liquid of 75% to soak for 15 minutes, at last reserve them UV disinfector for future use.

Notes

Don’t use the heads directly from UV disinfector, but use them when they are totally dry to prolong the device’s life span.

Trouble shooting

When the suction becomes weak, please:

1. Check pressure regulator to see whether it’s set correctly;

2. Check the leading tube whether ok;

3. Check whether the rubber loop of the metallic connecter is ok 

If the problem still exists while the things mentioned above are all ok, please contact the supplier, don’t dismantle the host personally.

Some Tips 

1. Please read the instruction carefully before use;

2. Don’t place the device in damp environment;

3. Don’t place the device in environments where is too cold or too hot.

4. The efficacy is much better when companied with cold spray and ultrasonic.

Sketch map of the gestures on the face and body
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